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The PTM-1225 is a twelve-channel high performance power amplifier designed primarily for use in multiroom installations. 
Handcrafted in the United States to the rigorous quality and performance standards established by Audio Design Associates, 
the PTM-1225 is configured into six channel pairs to power speakers in up to six separate zones and is an excellent choice for 
driving speakers that can be powered adequately with 25 watts per channel. 

Each channel pair of the PTM-1225 can be individually triggered on with an external DC trigger source. This facilitates simple 
one touch operation to turn on a room in the multiroom system. The rack mount design and detachable rear panel connectors 
facilitate installation of the PTM-1225 into a standard 19-inch equipment rack. The PTM-1225’s built in cooling fan helps 
maintain long-term reliability.

At Audio Design Associates, we have been designing and building high-performance audiophile quality components for use in 
custom installation applications for 25 years. We’re proud to offer this exceptional power amplifier that will provide many years 
of reliable trouble-free operation.

Twelve Channels of Amplification
Configured into Six Channel Pairs

25 Watts Per Channel into 8 Ohms, Less than 0.05% THD 
45 Watts Per Channel into 4 Ohms, Less than 0.1% THD 

Each Channel Pair can be Triggered Independently
High Current Power Supply 

Monolithic Output Stage
Available in Rack Mount or Shelf Mount Chassis

Low Noise Fan Cooling 
Removable IEC-65 AC Cord 

Handcrafted in the U.S.A. 

PTM-1225 TWELVE CHANNEL POWER AMPLIFIER
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Features

Twelve Channels of Amplification

Configured for Multiroom Applications

Independent Triggering for Channel Pairs 

High Current Power Supply

450 VA Power Transformer

376,000 Power Supply Capacitance

Monolithic Output Stage

Low Noise Fan Cooling 

Removable IEC AC Cord

Gold-Plated RCA Input Jacks

Detachable Phoenix Speaker Connectors

Speaker Relay Protection

Two Rack Space Chassis

Rack Mountable

Carry Handles

Selectable 120 Vac or 230 Vac Operation

Specifications

Continuous Power Output:   

25 watts, 8 Ohms, 20 Hz-20 kHz

45 watts, 4 Ohms, 20 Hz-20 kHz

THD:  20 Hz-20kHz 8 Ohms:  0.05%

THD:  1 kHz 8 Ohms:  0.007%

IM Distortion: 0.03%

Dynamic Range:  > 100 dB

S/N Ratio: >100 dB

Input Impedance: 10 k Ohms

Input Sensitivity: 0.6 V

Voltage Gain: 30 dB

Interchannel Crosstalk:  >80 dB

Damping Factor:  >500

DC Trigger:  +9Vdc-12Vdc, 2 mA

Dimensions (H x W x D): 

Inches:  3.5  x 19 x 14.5 

Millimeters:  89 x 483 x 368

Net Weight:  21 pounds; 9.5 kilograms

Power Requirement: 480 Watts

Thermal Dissipation (BTU’s/Hr):  820

HANDCRAFTED WITH PRIDE IN

Individual
Zones

Bypass
Trigger

All Zones
12VDC
1(-) 2(+)

VOLTAGE
SELECTOR

4 ASB - 115V~
2 ASB - 230V~

115V~/60Hz
230V~/50Hz

480 WATTS MAX

WARNING!   Risk Of Hazardous Energy! 
                     Make Proper Connections.

AVERTISSEMENT!  Energie Electrique Dangereuse!  Faire Des 
Connexions Propres Pour L'Hautparleur.  

Voir La Notice De Fonctionnement.

CAUTION:  Disconnect Supply Cord Before Servicing.
ATTENTION:  Debrancher Avant Le Depannage.

CAUTION
RISK OF ELECTRIC SHOCK

DO NOT OPEN

ATTENTION!
RISQUE DE CHOC ELECTRIQUE.

NE PAS OUVRIR

MADE IN U.S.A.
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PTM-1225
12 Channel Power Amp

DO NOT SHORT OUTPUTS!
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PTM-1225 TWELVE CHANNEL POWER AMPLIFIER

Features and specifications subject to change without notice.


