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SUITE 8 x 8 MULTI-ROOM PREAMPLIFIER

Fully Integrated Eight Input by Eight Output Preamplifier 
Routes audio from up to eight different analog audio 
components and page input into eight different rooms or 
zones. This configuration makes it very easy to integrate 
systems using ADA keypads and mutichannel amplifiers.

Separate Pre-Amp Design Choose from a large selection 
of matching ADA power amplifiers to match power and 
channel requirements of your system design. This feature 
allows maximum flexibility and performance within any 
budget.

Seamless System Integration and Control ADA Bus 
technology facilitates control with various ADA keypads, 
accessories, third-party control systems or touchscreens. 
You can design each zone of the system to be as basic or as 
sophisticated as you choose.

Computer Control for Complete Two-way Communication 
Optional RS-232 or USB interfaces provide complete control 
and feedback of all input sources and output zones. Depending 
on the control interfaces designed into the system, you have 
virtually limitless control and feedback possibilities.

Audiophile Performance Using the built-in master control 
or accompanying PC software makes configuring the all facets 
of the Suite 8x8 easy to perform including party grouping, 
level presets, tone controls, enhancements, triggering and 
paging. You can even preprogram much of the system before 
you get to the installation thus reducing time in the field.

Programmable Party Grouping Permits the combining of 
several rooms to play the same source. This feature is perfect 
for adjoining rooms or for turning on the entire system with 
one touch of a button.

Independent 3 Band Equalizer For Each Output 
Independent bass, midrange, and treble control for each of 
the eight inputs. The elaborate tone control circuitry allows 
you to fine tune each room depending on room acoustics and 
speakers used.

Other Control and Enhancements Each input also has 
the capability of mono summing, balance control, maximum 
input, stereo enhancement, and loudness contour. 

Extensive Memory Storage/Recall Capability Multiple 
settings can be stored into memory including volume, tone, 
balance, and enhancements. This feature allows you to easily 
recall your favorite settings.

Independent Input Triggering Each of the eight input 
trigger outputs can provide +12 Vdc output to trigger the 
ACC 48, IRL 5000, or other components when a source is 
selected. 

Independent Output Triggering Each of the eight 
room trigger outputs can provide +12 Vdc output to trigger 
amplifiers or other components when a room is activated. 
Output triggering allows you to keep the amplifiers off when 
not in use.

Front Panel Display Four Line, twenty-four character 
backlit LCD display provides complete operational status of 
all eight sources and zones.

Front Panel Controls Front panel mounted controls 
provide complete master control of all inputs, zones and 
system setup without a PC.

Numerous Paging Possibilities Low Impedance 
600 ohm paging input facilitates extensive system paging 
capabilities. The Suite 8 x 8 s paging circuitry can be easily 
integrated into many telephone systems.

DC Paging Trigger Paging circuitry can be activated with a 
5-12v dc Trigger with an adjustable release time delay.

Fully Rack Mountable The Suite 8 x 8 occupies only 
one-rack space in a standard 19-inch equipment rack. When 
incorporated with ADA multichannel amplifiers, you can design 
a complete multiroom system in a relatively small space.
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Features and specifications subject to change without notice.

Optional ADA Keypads
The Suite 8 x 8 has enough ADA Bus power to 
run as many as ten keypads 

MC-5000
The two-gang 
MC-5000 controls 
all functions of up 
to eight different 
sources. Its tactile 
rubber buttons 
are grouped into 
source selection, 
numeric keypad, 
transport functions, volume and on/off. These 
button groups can be assigned to be different 
colors to blend into any décor and for easy 
identification. The twelve-character display 
indicates system status, volume and tone levels. 
If so programmed, it will also display songs, 
artists, radio frequencies, and call letters. The 
MC-5000 has a built in infrared receiving eye 
and connects to the system with simple Cat 5 
wiring.

 MC-5011
The single gang MC-5011 
controls up to eight sources. 
It can control transport 
functions, as well as volume 
and on/off. Its tactile rubber 
buttons are bi-colored to aid 
in reporting current system 
status. The MC-5011 has 
a built in infrared receiving 
eye and connects to the 
system with simple Cat 5 
wiring.

Suite 8 x 8 Specifications

Frequency Response
5 Hz - 20 kHz, +0/-1 dB, full output
Total Harmonic Distortion
< 0.015%, 1 kHz
< 0.05%, 20 kHz
IM Distortion
< 0.03%
Maximum Output
> 5.5 V, before clipping
Tone Controls
Bass +16/- 12dB at 100 Hz
Mid  +/- 12 dB at 1 kHz
Treble +/- 12 dB at 12 kHz
Input Impedances
Line inputs: 47 k
Output Impedances
Main outputs: 51 ohms
Input Sensitivity
150 mV, ±5%
Maximum Input Level
>2.5 V before clipping
Signal-to-Noise Ratio
Line inputs: >100 dB, A-weighted, full output > 84 
dB, unweighted, full output
Crosstalk
> 60 dB, 20 kHz
Channel Level Matching
< 0.1 dB
Dimensions (H x W x D)
1.75” x 19” x 14.5”
44.5 mm x 483 mm x 438 mm
Power Requirement
75 Watts max
Net Weight
7 lb. (3.17 kg)


